Persslangkoppelingen

D UDSHOOR
HYDRAULIGS R1A, R1AT, R2A, R2AT en 4SP

nZ

Slangkoppeling 90° voor snijringmontage type P90

K Modellen:
? < I” ;é Bestelnummer | slangmaat rlr?;dai[]% H L K | M max.l\)/vaerikdruk
I H / -M - C06P90-03 3116 6L/S | 21 | 46 | 34 | 21 415
| C08P90-03 3/16 sL/s | 21 | 46 | 36 |23 415
L CO06P90-04 1/4 6L/IS | 26 | 54 | 39 | 21 280
— C08P90-04 114 8L/S | 26 | 54 | 39 |23 450
L B C10P90-04 114 | 10us | 26 | 54 | 41 |25 450
C12P90-04 1/4 12L/s | 26 | 54 | 43 |25 450
C10P90-05 5/16 1oL/s | 28 | 56 | 44 |25 350
C12P90-05 5/16 12L/s | 28 | 56 | 44 |25 350
C10P90-06 3/8 1oL/s | 31 | 61 | 45 |22 350
C12P90-06 3/8 12L/s | 31 | 61 | 46 |25 445
C14P90-06 3/8 14s | 31 | 61 | 49 | 28 445
C15P90-06 3/8 15L | 31 | 61 | 45 |24 280
C16P90-06 3/8 16 | 43 | 73 | 55 | 32 415
C14P90-08 12 14s | 38 | 71 | 55 | 28 415
C15P90-08 12 15L | 38 | 71 [ 51 |24 280
C16P90-08 12 168 [ 38| 71 | 56 |29 415
C18P90-08 12 18L | 38 | 71 | 53 |26 210
C18P90-10 5/8 18L | 45 | 80 | 57 |26 210
C20P90-10 5/8 20s |45 | 80 | 66 |35 350
C22P90-10 5/8 22L | 45 | 80 | 56 | 28 210
C20P90-12 3/4 208 |54 | 95| 70 |35 350
C22P90-12 3/4 22L | 54 | 95 | 64 | 28 210
C25P90-12 3/4 255 | 54 | 95 | 75 |39 350
C25P90-16 1 255 | 70 | 121 | 96 |39 280
C28P90-16 1 28L | 70 | 121 ] 86 |29 165
C30P90-16 1 308 | 70 | 121 | 90 |43 280
C30P90-20 11/4 30S | 84 | 142|103 | 43 210
C35P90-20 1 1/4 35L | 84 [ 142 [ 100 [ 35 125
C38P90-20 1 1/4 38S | 84 | 142 | 105 [ 48 210
C35P90-24 11/2 35L | 73 [138 | 95 |48 125
C38P90-24 11/2 38S | 100 | 165 | 123 [ 48 185
C42P90-24 11/2 42 |[100 (165 111 [ 36 100

* Attentie: let ook op de maximale werkdruk van de slang.
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