MPEILTRl Spin-on filters
L

MPS series

Maximum working pressure up to 1.2 MPa (12 bar) - Flow rate up to 365 I/min
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Calculation

FILTER SIZING

THE CORRECT FILTER SIZING HAVE TO BE BASED ON THE TOTAL
PRESSURE DROP DEPENDING BY THE APPLICATION.

FOR EXAMPLE, THE MAXIMUM TOTAL PRESSURE DROP ALLOWED BY A
NEW AND CLEAN RETURN FILTER HAVE TO BE IN THE RANGE

0.4 + 0.6 bar.

The pressure drop calculation is performed by adding together the value of
the housing with the value of the filter element. The pressure drop Apc of
the housing is proportional to the fluid density (kg/dm?); all the graphs in the
catalogue are referred to mineral oil with density of 0.86 kg/dm®.

The filter element pressure drop Ape is proportional to its viscosity (mm?#/s),
the corrective factor Y have to be used in case of an oil viscosity different
than 30 mm?/s (cSt).

Sizing data for single filter element, head at top

Apc = Filter housing pressure drop [bar]

Ape = Filter element pressure drop [bar]

Y = Corrective factor Y (see correspondent table), depending on the filter type,
on the filter element size, on the filter element length and on the filter media
Q = flow rate (//min)

VA1 reference oil viscosity = 30 mm?/s (cSt)

V2 = operating oil viscosity in mm?/s (cSt)

Filter element pressure drop calculation with an oil viscosity
different than 30 mm?/s (cSt)

Ape =Y :1000 x Q x (V2:V1)

Ap Tot. = Apc + Ape

Verification formula
Ap Tot. < Ap max allowed

Maximum total pressure drop (Ap max) allowed by a new and
clean filter

Application Range (bar)

Suction filters 0.08 +0.10

Return filters 04+06
0.4 + 0.6 return lines
0.3 + 0.5 lubrication lines

Low & Medium Pressure filters 0.3 + 0.4 off-line in power systems
0.1 + 0.3 off-line in test benches
0.4 + 0.6 over-boost

High Pressure filters 08+15

Stainless Steel filters 08+15

Generic filter calculation example

Application data:

Tank top return filter

Pressure Pmax = 10 bar

Flow rate Q = 120 I/min

Viscosity V2 = 46 mm?/s (cSt)

0il density = 0.86 kg/dm®

Required filtration efficiency = 25 um with absolute filtration
With bypass valve and G 1 1/4” inlet connection
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Calculation:
Apc = 0.03 bar (see graphic below)

Filter housings Ap

pressure drop.

The curves are plotted

using mineral oil with

030 — density of 0.86 kg/dm?®
+4 in compliance

with ISO 3968.

Ap varies proportionally

with density.

MPT 110 - Length 3 - 4
040 0 - Length 3

=

0 ==
0 60 120 180 240 300
Flow rate I/min

Ape = (P : 1000) x 120 x (46 : 30) = 0.37 bar

Filter Absolute filtration Nominal filtration
element H Series N Series

Return filters
7400 | 50.08 | 20.00 | 16.00 | 9.00 | 643 | 551 | 440

wroz 2| 220 | 2412| 800| 722 | 500 | 333 | 285 | 200
3| 2200 | 1900 | 656 | 533 | 433 | 168 | 144 | 130
ey 11| 7400 | 5008 | 2000|1600 | 900 | 643 | 551 | 340
12820 | 2440 | 867 | 617 | 688 | 462 | 3% | 125
MF100  |2| 1733 | 1250 | 686| 670 | 400 | 305 | 247 | 110
MFX100 13| 1025 | 900 | 365| 333 | 250 | 163 | 132 | 0.96
4| 610| 540 230| 220 | @ | 119 | 06 | 082

Ap Tot. = 0.03 + 0.37 = 0.4 bar

The selection is correct because the total pressure drop value is
inside the admissible range for top tank return filters.

In case the allowed max total pressure drop is not verified, it is
necessary to repeat the calculation changing the filter length/size.
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HLTER SIZING Corrective factor

Corrective factor Y to be used for the filter element pressure drop calculation. The values depend to the filter size and length and to the filter media.
Reference oil viscosity 30 mm?/s

Return filters Return / Suction filters

Absolute filtration Nominal filtration Filter Absolute filtration
H Series N Series element

—_

74.00 | 50.08 | 20.00 | 16.00 | 9.00 | 6.43 | 551 | 4.40 ‘ 1
MF020 |2| 29.20 | 2412 | 8.00 | 7.22 | 500 | 3.33 | 2.85 | 200 RSX1162 2.22 1.87 1.22
3] 22.00 | 19.00 | 656 | 533 | 433 | 168 | 1.44 | 1.30

512 4.33 3.85

m;xoggon 74.00 | 50.08 | 20.00 | 16.00 | 9.00 | 6.43 | 551 | 3.40 1 2.06 1.75 1.46
RSX 165 2 1.4 1.05 0.96
1] 2820 | 24.40 | 867 | 817 | 6.88 | 462 | 396 | 1.25 3 0.94 0.86 0.61
MF100 2| 17.33 | 1250 | 6.86 | 570 | 4.00 | 3.05 | 247 | 1.10
MFX100 (3| 1025 | 900 | 3.65| 3.33| 250 | 1.63 | 1.32 | 0.96
element N Series
MF180 [1| 3.67| 3.05| 164 | 156 | 124 | 118 | 1.06 | 026
MFX180 2| 169 | 137 | 068 | 054 | 051 | 043 | 039 | 012
MF 190
MPx190/2| 169 | 1.37| 060| 049 | 044 | 035 | 031 | 0.11 111625 [15.16 | 8.75 | 8.14 | 587 | 2.86 | 2.65 | 0.14
cut10/2| 12621044 | 611 6.02 | 416 | 1.60 | 1.49 | 0.12
wiaoo 1| 320| 275| 1.39| 133 | 106 | 0.96 | 087 | 0.22 3| 857 | 7.95| 5.07 | 407 | 2.40 | 1.24 | 1.15 | 0.11
4| 576 4.05| 280 | 2.36 | 1.14 | 0.91 | 0.85 | 0.05

MFX400/2| 2.00 | 1.87 | 088 | 0.85| 055 | 049 | 045 | 013
3| 190 | 160| 063 | 051 | 049 | 039 | 035 | 0.11

MF 750
MEX750/1| 1.08 | 0.84| 049 | 036| 026 | 021 | 019 | 0.06
MLX250(2| 3.00 | 3.04| 146 125| 117 | - - | 020
Low & Medium pressure filters
MLX6602| 129 | 126 | 052 044 | 038 | - - o010 [F Absolute filtration Nominal filtration
N-W Series N Series
CU02 | 78.00 | 48.00 | 28.00 | 24.00 | 933 | 9.33 | 851 | 1.25
CUO40 | 25.88 | 20.88 | 10.44 | 10.00 | 3.78 | 3.78 | 330 | 1.25
1/16.25 1516 | 8.75 | 8.14 | 5:87 | 2.86 | 2.65 | 0.14
CU100 | 1520 | 1453 | 514 | 495 | 200 | 200 | 0.17 | 110  (yq90/2|1262 [10.44 | 611 6.02 | 4.15 | 1.60 | 149 | 0.12
CU20 | 325 255| 1.55| 135| 071 | 071 | 059 | 0.25 A REARES A A ol B RO Bl
CU 630 196 | 168 | 085 072 | 042 | 042 | 036 | 0.09
CU 850 1.06 | 0.84| 042 | 033| 017 | 017 | 013 | 0.04 1| 530 480 200 1.66 | 1.32 | 0.56 | 0.43 | 0.12
CU210 (2| 3.44 | 2.95| 1.24 | 1.09 | 0.70 | 0.42 | 0.35 | 0.09
1]19.00 | 1700 | 690 | 6.30 | 460 | 294 | 252 | 160 3| 240 | 1.70 | 0.94 | 0.84 | 0.54 | 0.33 | 0.23 | 0.05
2| 1170 | 10.80 | 440 | 430 | 3.00 | 294 | 252 | 1.37
MR100(3 | 7.80 | 6.87 | 370 | 310 | 270 | 214 | 1.84 | 1.34 016l 795 7201 3.00 | 249 | 198 | 084 | 065 | 018
‘5‘ 45128 ‘3‘2[71 ggg ;‘g f;g 1;3 15 123 DN |025| 5.00| 453 | 1.89 | 1.57 | 1.25 | 0.53 | 0.41 | 0.11
: : : : : : ' : 040| 3.13| 2.66| 1.12| 0.98 | 0.63 | 0.38 | 0.32 | 0.08
1| 535 485| 232 | 192| 150 | 1.38 | 1.20 | 0.15
MR250|2 | 400 328 144 1.10| 1.07 | 096 | 0.83 | 0.13 2| 313 | 2.55| 1.46| 122 | 0.78 | 0.75 | 0.64 | 0.19
3| 260| 220| 1.08| 1.00| 086 | 0.77 | 064 | 012 pyagp|3| 215| 1.70| 094 | 0.78 | 050 | 0.40 | 0.34 | 0.10
4| 184| 156| 068 | 056 | 044 | 037 | 023 | 0.11 4| 160| 1.28| 0.71| 0.61 | 0.40 | 0.34 | 0.27 | 0.08
5| 1.00| 0.83| 047 | 0.34 | 0.20 | 0.24 | 0.19 | 0.06
1] 310| 248 | 132 | 114 | 092 | 083 | 0.73 | 0.09 61 082 0581 030 027 1017 | 022 | 0.18 | 0.05
2| 206 192| 082 076 | 038 | 033 | 0.27 | 0.08
MR630|3| 148 | 1.30| 060 | 056 | 026 | 022 | 0.17 | 0.08
4| 130| 120| 048 | 040 | 025 | 021 | 016 | 0.08 CU900|1| 0.86| 0.63| 0.32| 030 | 0.21 | - - 1005
5| 074| 065| 030| 0.28| 013 | 010 | 0.08 | 0.04
1] 060| 043 | 034| 025| 013 | 012 | 009 | 0.03 cugso‘z 103| 0801 05904010261 - | - |005
MRgso|2| 037 | 026| 023| 021 011 | 0.08 | 0.07 | 0.03 S et L L e e
3| 027| 048] 017 | 017 | 005 | 004 | 0.04 | 0.02
4| 023] 016| 013 | 012| 0.04 | 003 | 0.03 | 002 MR630/7| 0.88| 0.78| 0.36 | 0.34 | 0.16 | 0.12 | 0.96 | 0.47
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Corrective factor FILTER SIZING

Corrective factor Y to be used for the filter element pressure drop calculation. The values depend to the filter size and length and to the filter media.
Reference oil viscosity 30 mm?/s

High pressure filters Stainless steel high pressure filters

Absolute filtration Nominal filtration
N - R Series N Series

Absolute filtration
N Series

A03 A06 A10 A16 A25 A03 A06 A10

133271 | 25007 | 184.32 | 152.36 | 128.36 1| 33271 | 250.07 | 184.32 | 152.36 | 128.36

HP 011 2| 220.28 | 165.56 74.08 59.13 37.05 : HP 011 21 22028 | 165.56 74.08 59.13 37.05

3] 12324 | 9268 | 4148 | 3308 | 20.72 3| 12324 | 9268 | 41.48 | 33.08 | 20.72

4 77.76 58.52 28.37 22.67 16.17 - 4l 7776 58.52 28.37 29 67 16.17

2| 7066 | 5320 | 2577 | 2057 | 1467 4.90 2| 7066 | 5320 | 2577 | 2057 | 1467

HP039 |3 | 3657 | 3228 | 1800 | 13.38 | 8.00 2.90 HP039 |3| 3657 | 3228 | 1800 | 1338 | 8.00

4| 2657 | 2327 | 1246 8.80 5.58 2.20 4| 2657 | 2327 | 12.46 880 | 558

1] 3175 | 3030 | 13.16 123 | 7.29 1.60 1| 3175 | 3030 | 13.16 123 | 729

2| 2425 | 2126 | 11.70 909 | 490 1.40 2| 2425 | 2126 | 11.70 909 | 490

HPO050 (3| 17.37 | 16.25 8.90 718 | 363 1.25 HP 050 (3| 1737 | 16.25 8.90 718 | 3.63

4| 1212 | 1075 6.10 575 | 3.08 1.07 4| 1212 | 1075 6.10 575 | 3.08

5/ 700 | 656 3.60 3.10 2.25 0.80 50 7.00 6.56 3.60 310 | 225

1| 5850 | 4346 | 2316 | 1966 | 10.71 1.28 1| 2033 | 18.80 9.71 8.66 | 4.78

HPO065 |2 | 4260 | 2564 | 1622 | 1388 | 7.32 111 HP135 |2| 1114 | 10.16 6.60 6.38 | 2.2

3| 2050 | 15.88 8.18 6.81 3.91 0.58 3| 6.48 6.33 3.38 316 | 2.14
1| 2033 | 1880 9.71 866 | 478 278
HP135|2 | 11.14 | 10.16 6.60 6.38 222 111
3| 648 | 6.33 3.38 3.16 214 1.01

Absolute filtration
1| 1753 | 1591 7.48 6.96 5.94 1.07 H - U Series

HP150 |2 | 860 | 837 3.54 338 | 315 0.58
3| 653 | 590 2.93 2.79 212 0.49

1| 1088 | 973 502 373 054 104 1| 42458 | 319.74 | 23517 | 194.44 | 163.78

wpao 2| 440 | 383 | 175 | 148 | 088 0.71 HPo11 |2| 281061 211.25 1 94.53 | 7945 | 47.26

3l 075 | 211 105 087 077 061 3| 13014 | 9750 | 4363 | 34.82 | 21.81

1] 444 | 367 230 210 1.65 015 2| 7300 | 5700 | 2800 | 2400 | 17.20

2| 337 | 277 178 1.68 1.24 0.10 HP039 (3| 4090 | 3633 | 21.88 | 1880 | 11.20

HP500 (3| 222 | 198 1.11 1.09 075 0.08 4| 3150 | 2822 | 1722 930 | 6.70
4| 181 1.33 0.93 086 | 0.68 0.05
50 1331 115 077 0.68 0.48 0.04

1| 4733 | 3425 | 2150 | 2050 | 14.71

2| 2910 | 2595 | 1404 | 1090 | 5.88

Absolute filltration Nominal filltration HP 050 [3| 20.85 19.50 10.68 8.61 4.36

N_Series N Series 4| 1455 | 1290 | 732 | 690 | 369

706 A0 50 0.86 9.34 6.40 480 | 250

1| 365 | 29 2.80 1.80 0.90 0.38 1| 2916 | 2533 | 13.00 | 1247 | 592

HF320 |2| 203 | 1.73 1.61 135 | 085 0.36 HP135 |2| 1428 | 11.04 7.86 760 | 4.44

30 184 | 142 1.32 1.22 0.80 0.35 3l 89 7.46 4.89 416 | 3.07

Suction filters

Nominal filtration
N Series

SF 250 65 21
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HLTER SIZING Selection Software

Step (1)  Select "FILTERS”
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MPEILTRl Spin-on filters
L

MPS series

Maximum working pressure up to 1.2 MPa (12 bar) - Flow rate up to 365 I/min
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VIPS GENERAL INFORMATION

Description Technical data

Spin-on filters Filter housing materials

Maximum working pressure up to 1.2 MPa (12 bar) - Head: Aluminium

. - Bypass valve: Nylon - Steel
Flow rate up to 365 I/min - Element: Zinc-Plated Steel - Painted Steel

MPS is a range of spin-on filters suitable to be used in suction, return
and low pressure lines.

They offer a good balance between performances, dimensions and prices.
They are directly connected to the lines of the system through the
hydraulic fittings.

Bypass valve
- Return filter opening pressure: 175 kPa (1.75 bar) £10%
- Suction filter opening pressure: 30 kPa (0.3 bar) £10%

Ap element type

Available features: - Ap: 5 bar

- Female threaded connections up to 1 1/2” and flanged connections - Fluid flow through the filter element from OUT to IN
up to 1 1/2”, for a maximum flow rate of 365 I/min.

- Fine filtration rating, to get a good cleanliness level into the reservoir

- Water removal elements, to remove the free water from the hydraulic fluid Seals

- Double connection for the cans, to fit both European and American Standard NBR - series A
standard elements

- Double cans fitting, to increase the life time of the filter

- Bypass valve, to religve excessive pressure drop across the filter media Temperature

-Visual, electrical and electronic clogging indicators for suction and From -20 °Cto +110 °C
return applications

- Visual, electrical and electronic differential clogging indicators for low Note

ressure applications
P bp MPS filters are provided .

Common applications: for vertical mounting

-Suction lines, Return lines, Delivery lines, in economic industrial
equipment or mobile machines.
- Off-line filtration tank in economic industrial equipment or mobile machines

Weights [kg] and volumes [dm?]

Filter series Weights [kg] Volumes [dm?]
MPS 050 1.00 0.70
MPS 051 1.05 0.70
MPS 070 1.20 0.95
MPS 071 1.25 0.95
MPS 100 2.10 1.65
MPS 101 2.20 1.65
MPS 150 2.40 2.00
MPS 151 2.50 2.00
MPS 200 3.90 3.00
MPS 250 4.60 3.70
MPS 300-301 5.30 3.40
MPS 350-351 6.00 410




GENERAL INFORMATION MPS

Pressure drop

Bypass valve
MPS 050/070 MPS 100 - 150 - 200 - 250 - 300 - 350 pressure drop
3 In-Line/Return - Setting 1.75 bar 3 In-Line/Return - Setting 1.75 bar
2 H1——+H 2
5 E
o (=1
=) <
1 1
0 0
0 24 43 72 96 120 0 30 60 90 120 150
Flow rate I/min Flow rate I/min
MPS 050/070 MPS 100 - 150 - 200 - 250 - 300 - 350
9 In-Line/Suction - Setting 0.3 bar 5 In-Line/Suction - Setting 0.3 bar
0.8 me= e EE 0.8 EEBE
E B SRRE E EREgE
o o —— =
< < =T
0.4 0.4
0 0
0 2 44 66 88 110 0 30 60 90 120 150

Flow rate I/min Flow rate I/min

The curves are plotted using mineral oil with density of 0.86 kg/dm?® in compliance with ISO 3968.
Ap varies proportionally with density.
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NVIPS GENERAL INFORMATION

Hydraulic symbols

Filter series

MPS 050 .
MPS 051 .
MPS 070 .
MPS 071 .
MPS 100 .
MPS 101 .
MPS 150 .
MPS 151 .
MPS 200
MPS 250
MPS 300 .
MPS 301 .
MPS 350 .
MPS 351 .
Style U/P Style U/P Style U Style U/P
out out out out out
T | e | |ped
IN IN
IN IN IN
out out out out out
OF ||| | 1891 | €21 | est
IN IN
IN IN IN
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GENERAL INFORMATION VIPS

Cartridge

CcS 050 - 070 - 100 - 150

CG - CW 050-070 CG-Cw 100-150 cw

This series of cartridge removes
water from oil while filtering the oil
at the same time.

Water absorbent polymers

up to 800 times their own weight
provide this major feature.

Water holding capacities:
CW 050= 240 ml
Ordering code: CW050P10APO1

CW 150=788 ml
Ordering code: CW150P10APO1

Thread connections Water holding capacities CW
Element Connection good poor
CS 050 - 070 G 3/4” Viscosity 30/46 mm?/s (cSt) > 46 mm?/s (cSt)
CS 100 - 150 G11/4” H,0 p.p.m. 600/800 p.p.m. > 800 p.p.m.

” CW050 7/15 I/min CW050 > 20 I/min
CG / CW 050 - 070 1"- 12 UNF Flow rate CW150 20/40 Vmin CW150 > 50 Umin
CG/CW 100 - 150 11/2"-16 UN Temperature 40/60 °C <30°C
Heads

CG/CwW
1"- 12 UNF

CS
G3/4

CS
G11/4”

CG/CW
11/2”-16 UN

@) MPALTTRI 293 Spin-on filters
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VIPS MPs050 - MPSO70  MPS051 - MPSO71

Designation & Ordering code

COMPLETE FILTER

Series and size Configuration example :| MPS050 || R |[ G1 |[A10][ A |[P01]

MPS050| MPS070 With connections for clogging indicators
MPS051 | MPS071 With connections for differential indicators

Bypass valve

R  Return: 1.75 bar . U

S  Suction: 30 kPa .

U  Without bypass o

P Without bypass d
Connections |
Gl G3/4”

G2 3/4” NPT

G3 SAE12-11/16"-12UN
G4 SAES8-3/4”-16 UNF
G5 G1”

G6 1" NPT

Filtration rating (filter media

A03 Inorganic microfiber 3 pm M25 Wire mesh 25 pm

A06 Inorganic microfiber 6 pm M60 Wire mesh 60 pm

A10 Inorganic microfiber 10 ym M90 Wire mesh 90 ym

A25 Inorganic microfiber 25 ym P10 Resin impregnated paper 10 ym
P25 Resin impregnated paper 25 ym

A NBR

P01 MP Filtri standard

CARTRIDGE

Configuration example: CS050 | [A10 ][ A |[PO1 |

CS050 | CS070

A03 Inorganic microfiber 3 pm M25 Wire mesh 25 pm

A06 Inorganic microfiber 6 pm M60 Wire mesh 60 pm

A10 Inorganic microfiber 10 pm M90 Wire mesh 90 pm

A25 Inorganic microfiber 25 ym P10 Resin impregnated paper 10 ym
P25 Resin impregnated paper 25 ym

A NBR

P01 MP Filtri standard
Pxx Customized

ACCESSORIES

Clogging indicators on RETURN line page page
BVA Axial pressure gauge 315 BEA Electrical pressure indicator 314
BVR Radial pressure gauge 315 BEM Electrical pressure indicator 314
BVP Visual pressure indicator with automatic reset 316 BLA Electrical / visual pressure indicator 314-315
BVQ Visual pressure indicator with manual reset 316

Clogging indicators on SUCTION line page page
VVB Axial pressure gauge 313 VEB Electrical vacuum indicator 312
VVS Radial pressure gauge 313 VLB Electrical/visual vacuum indicator 312
Differential indicators page page
DEA Electrical differential indicator 317 DTA Electronic differential indicator 320
DEM Electrical differential indicator 317-318 DVA Visual differential indicator 320
DLA Electrical / visual differential indicator 318-319 DVM Visual differential indicator 320
DLE Electrical / visual differential indicator 319
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MPSO50 - MPSO70  MPS051 - MPso71 VIPS
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Dimensions
95 MPS050 - MPS070
— —} — ~
N
IN = ‘@ U é = OUT {} ]
- p—
T
\‘/ \ / Recommended
T - Connection for \ o clearance space
clogging indicator T - Connection for \\\ - for maintenance
on Return Line clogging indicator e
on Suction Line
S| o =N &SN
T - Connection for
clogging indicator
on Suction Line
T - Connection for
clogging indicator R - depth 12 mm
on Return Line Nr. 2 holes
95 MPS051 - MPS071
— —\ — ~
F ; N
IN = = OUT {} L 051 192
u 071 256
- — L
G1 M6
G2-G3-G4 1/4” UNC
* G5 M6
G6 1/4” UNC
\/ \ / Recommended
| o clearance space
24 . Ny % & | for maintenance
F—T Connection for S~ B g
differential indicator -
J jan
7 ﬁ}i&J/ﬁ 2
S| o N =N
8| ® = | N
R - depth 12 mm
Nr. 2 holes
295 Spin-on filters




VIPS MPS100 - MPS150  MPS101 - MPS151

Designation & Ordering code

COMPLETE FILTER

Series and size Configuration example: MPS100 || R |[ G1 |[A10][ A |[P01]
MPS100| MPS150 With connections for clogging indicators
MPS101 | MPS151 With connections for differential indicators

R  Return: 1.75 bar . U
S  Suction: 30 kPa .
U  Without bypass .
P Without bypass .

D
-
[<p]
—_
—_
=

G2 11/4" NPT
G3 SAE20-15/8"-12UN

Filtration rating (filter media

A03 Inorganic microfiber 3 pm M25 Wire mesh 25 pm

A06 Inorganic microfiber 6 um M60 Wire mesh 60 um

A10 Inorganic microfiber 10 ym M90 Wire mesh 90 ym

A25 Inorganic microfiber 25 pm P10 Resin impregnated paper 10 ym
P25 Resin impregnated paper 25 ym A NBR P01 MP Filtri standard

CARTRIDGE

Configuration example: CS100 | [A10 |[ A | [PO1 |
CS100 | CS150

A03 Inorganic microfiber 3 pm M25 Wire mesh 25 pm

A06 Inorganic microfiber 6 pm M60 Wire mesh 60 pm
A10 Inorganic microfiber 10 pm M90 Wire mesh 90 pm

A25 Inorganic microfiber 25 ym P10 Resin impregnated paper 10 ym A NBR P01 MP Filtri standard
P25 Resin impregnated paper 25 ym Pxx Customized
ACCESSORIES

Clogging indicators on RETURN line page page
BVA Axial pressure gauge 315 BEA Electrical pressure indicator 314
BVR Radial pressure gauge 315 BEM Electrical pressure indicator 314
BVP Visual pressure indicator with automatic reset 316 BLA Electrical / visual pressure indicator 314-315
BVQ Visual pressure indicator with manual reset 316

Clogging indicators on SUCTION line page page
VVB Axial pressure gauge 313 VEB Electrical vacuum indicator 312
VVS Radial pressure gauge 313 VLB Electrical/visual vacuum indicator 312
Differential indicators page page
DEA Electrical differential indicator 317 DTA Electronic differential indicator 320
DEM Electrical differential indicator 317-318 DVA Visual differential indicator 320
DLA Electrical / visual differential indicator 318-319 DVM Visual differential indicator 320
DLE Electrical / visual differential indicator 319
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MPS100 - MPS150  MPS101 - MPs151 IVIPS

Dimensions
133 MPS100 - MPS150
_w—\cr_‘]:f“— T + o
( ]
T
. Recommended
Iléggﬁgg?ggic:;g{g: | | o| Clearance space
on Return Line T- Connectionfor | _ J B|_ for maintenance
clogging indicator S~
on Suction Line
3 3 = Fé‘\ RSN
S Li# \/“/J
? T - Connection for
clogging indicator
on Suction Line
T - Connection for
clogging indicator R - depth 12 mm
on Return Line Nr. 2 holes
133 MPS101 - MPS151
‘?qgﬁ-" i -
(32]
IN => o = OUT e N 101 246
‘ \L K_/ 151 295
)
Connections
M8
- G2-G3 5/16” UNC
\_/ \ / Recommended
| ‘ | Clearance space
28 \ ) ®fformaintenance
Connection for ~e_ =
differential indicator TTe— —="
e
3ol Hes— A
S L\XJ N
R - depth 15 mm
Nr. 2 holes
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NVIPS MPs200 - MPs250

Designation & Ordering code

COMPLETE FILTER

Series and size Configuration example: MPS200 || R |[ G1 |[A10][ A |[P01]
MPS200 | MPS250

Bypass valve

R  Return: 1.75 bar
S  Suction: 30 kPa

U  Without bypass

G1 G11/2”
G2 11/2” NPT
G3 SAE24-17/8"-12UN

A03 Inorganic microfiber 3 pm M25 Wire mesh 25 pm

A06 Inorganic microfiber 6 pm M60 Wire mesh 60 pm

A10 Inorganic microfiber 10 pm M90 Wire mesh 90 pm

A25 Inorganic microfiber 25 pm P10 Resin impregnated paper 10 ym
P25 Resin impregnated paper 25 ym A NBR P01 MP Filtri standard

CARTRIDGE

Configuration example: CS100 | [A10 |[ A | [PO1 |
CS100 | CS150

A03 Inorganic microfiber 3 pm M25 Wire mesh 25 pm

A06 Inorganic microfiber 6 pm M60 Wire mesh 60 pm
A10 Inorganic microfiber 10 pm M90 Wire mesh 90 pm

A25 Inorganic microfiber 25 ym P10 Resin impregnated paper 10 ym A NBR P01 MP Filtri standard
P25 Resin impregnated paper 25 ym Pxx Customized
ACCESSORIES

Clogging indicators on RETURN line page page
BVA Axial pressure gauge 315 BEA Electrical pressure indicator 314
BVR Radial pressure gauge 315 BEM Electrical pressure indicator 314
BVP Visual pressure indicator with automatic reset 316 BLA Electrical / visual pressure indicator 314-315
BVQ Visual pressure indicator with manual reset 316

Clogging indicators on SUCTION line page page
VVB Axial pressure gauge 313 VEB Electrical vacuum indicator 312
VVS Radial pressure gauge 313 VLB Electrical/visual vacuum indicator 312
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MPS200 - MPs250 VIPS

Dimensions

T - Connection for
clogging indicator
on Return Line

IN =

T - Connection for
clogging indicator
on Suction Line

= OUT

x|

[

-

140

68

70

N\
/

R - depth 20 mm
Nr. 2 holes

‘65

MPS200 - MPS250

200 213
250 262
T

G1 G1/8” M10
G2-G3 | 1/8” NPT | 7/16”UNC

Recommended
clearance space

for maintenance

50

Recommended
clearance space

s} for maintenance
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VIPS MPS300 - MPS350 MPS301 - MPS351

Designation & Ordering code

COMPLETE FILTER

Series and size Configuration example: MPS300 || R || F1 |[A10][ A |[P01]

MPS300| MPS350 With connections for clogging indicators
MPS301| MPS351 With connections for differential indicators

Bypass valve

Return: 1.75 bar . U
Suction: 30 kPa .
Without bypass o
Without bypass d

vCSwn =

G11/2”

11/2” NPT
SAE24-17/8"-12UN
11/2” SAE 3000 psi/M
11/2” SAE 3000 psi/UNC

T g|Q2

m
N

Filtration rating (filter media

A03 Inorganic microfiber 3 pm M25 Wire mesh 25 pm

A06 Inorganic microfiber 6 pym M60 Wire mesh 60 pm

A10 Inorganic microfiber 10 pm M90 Wire mesh 90 pm

A25 Inorganic microfiber 25 ym P10 Resin impregnated paper 10 ym
P25 Resin impregnated paper 25 pm

A NBR

P01 MP Filtri standard

CARTRIDGE

Configuration example: CS100 | [A10 ] A |[PO1 |

CS100 | CS150

A03 Inorganic microfiber 3 pm M25 Wire mesh 25 pm

A06 Inorganic microfiber 6 pm M60 Wire mesh 60 pm

A10 Inorganic microfiber 10 pm M90 Wire mesh 90 pm

A25 Inorganic microfiber 25 ym P10 Resin impregnated paper 10 ym
P25 Resin impregnated paper 25 ym

A NBR

P01 MP Filtri standard
Pxx Customized

ACCESSORIES

Clogging indicators on RETURN line page page
BVA Axial pressure gauge 315 BEA Electrical pressure indicator 314
BVR Radial pressure gauge 315 BEM Electrical pressure indicator 314
BVP Visual pressure indicator with automatic reset 316 BLA Electrical / visual pressure indicator 314-315
BVQ Visual pressure indicator with manual reset 316

Clogging indicators on SUCTION line page page
VVB Axial pressure gauge 313 VEB Electrical vacuum indicator 312
VVS Radial pressure gauge 313 VLB Electrical/visual vacuum indicator 312
Differential indicators page page
DEA Electrical differential indicator 317 DTA Electronic differential indicator 320
DEM Electrical differential indicator 317-318 DVA Visual differential indicator 320
DLA Electrical / visual differential indicator 318-319 DVM Visual differential indicator 320
DLE Electrical / visual differential indicator 319
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NVPS300 - MPS350

MPS301 - MPS351 VIPS

IN => 1

T - Connection for

clogging indicator
on Return Line

284

T - Connection for
clogging indicator
on Return Line

300
350

G1
G2-G3
F1
F2

Dimensions
MPS300 - MPS350

266
B

T

G1/8” M10
1/8” NPT | 7/16” UNC

G1/8” M10
1/8” NPT | 7/16” UNC

R - depth 15 mm
Nr. 3 holes

T - Connection for
clogging indicator
on Suction Line

T
| | o
| ] IS}
\ /

~ -
Recommended
clearance space
for maintenance

T - Connection for
clogging indicator
on Suction Line
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NVIPS MPs300 - MPS350

MPS301 - MPS3E5T

MPS301 - MPS351

Dimensions
Filter
size
301
Connections
G2-G3
F1
F2
130 R -depth 15 mm
Nr. 3 holes
60 ‘ 150 )
\ |
[ Y
| i [e)
® Lansa )
IN ':(> ”] &% T ':(> ouT @W@ \ ‘

Connection for
differential indicator
T2 plug not included

50

M10
7/16” UNC
M10
7/16” UNC

Recommended
clearance space
for maintenance
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