TERMINALE ASNODO RILUBRIFICABILE
BALL-JOINT END WITH GREASE NIPPLE

Codice

S1

LF

FC

Code op = S n?c}x max L 7 min (kN) kg
CSTAPRO20N 20 50 16 58.0 19.0 80 M16x1.5 17 30 0.45
CSTAPRO25N 25 50 20 58.0 23.5 80 M16x1.5 17 48 0.49
CSTAPRO3ON 30 60 22 66.0 28.5 94 M22x1.5 23 62 0.76
CSTAPRO35N 35 70 25 80.0 30.5 112 M28x1.5 29 80 1,26
CSTAPRO4ON 40 85 28 96.0 36.5 135 M35x1.5 36 100 2,15
CSTAPRO50N 50 1056 35 118.0 40.5 168 M45x1.5 46 156 3,80
CSTAPRO6ON 60 130 44 132.0 50.5 200 M58x1.5 59 245 6,20
CSTAPRO70N 70 150 49 167.0 59.5 232 M65x1.5 66 315 9.83
CSTAPRO8SON 80 170 55 179.0 60.5 265 M80x2 81 400 13,97
CSTAPRO9ON (**) 90 210 60 208.0 65.5 322 M100x2 101 490 23,50
CSTAPR10ON (**) 100 235 70 233.5 70.5 360 M110x2 111 610 32,00
CSTAPRT10ON (**) 110 265 70 268.0 80.5 407 M120x3 125 655 41,00
CSTAPR120N (**) 120 310 85 345.0 90.5 490 M130x3 135 950 72,00
FC = CARICO DINAMICO AMMESSO - MAX DYNAMIC LOAD
MATERIALE ACCIAIO 1SO 12240-1 SERIEE - (**) = GHISA SFEROIDALE
MATERIAL ~ : STEEL SO 12240-1 SERIESE -  (**) = NODULAR CAST IRON




